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11  Commissioning

11.3 Preparation for Lighting
Isolate the boiler from the mains electrical supply.

Test for gas soundness and purge air from the gas supply. Turn
on the gas service cock, see diagram 7.1.

11.4 Initial Lighting
The lighting procedure of the boiler is fully automated.

Check that all external controls are calling for heat. If the integral
programmer is fitted check that it is correctly programmed and
if necessary overridden to provide heat.

Ensure that both the central heating water temperature and the
hot water temperature control knobs are turned OFF (0).

Turn on the mains electrical supply and the mains reset knob to
(I) on the controls fascia.

Turn the central heating water temperature control knob to (I)
MINIMUM.

The digital display will show water temperature in central
heating demand.

The fan should start and after a few seconds the ignition will
commence

If the burner fails to light the fan will stop. Initially this may be due
to air in the gas supply line. The boiler will automatically have
three attempts at ignition.

If necessary turn the reset switch to the off position (0), then
back to the on position (I) and the boiler will restart.

After the boiler has lit, allow to warm at MINIMUM temperature
setting to purge any air from the system.

NOTE: If the appliance is operated above MINIMUM on initial
lighting, there is a possibility that the overheat thermostat will
trip and "F5" will be displayed on controls fascia, this is due to
air not having been completly purged. See diagram 11.3 for
reset switch.

Once the system has been purged of air turn the Hot water
temperature control knob to the desired position and open a hot
water tap. The diverter valve motor will move to hot water supply
and the display will read system pressure. Check that hot water
is available and then close the hot water tap.

Turn the Central heating water temperature control knob to the
desired temperature.

The appliance will then continue to fire in central heating until
the user controls are satisfied or there is another demand made
for hot water.

NOTE: After first power up the firing sequence for central
heating changes. After one minute stabilisation time the boiler
will ramp slowly to full rate rather than going immediately to full
rate. This is an adaptive feature to cope with small system
requirements.

Diagram 11.4
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11.5 Testing - Natural Gas ONLY
Should any doubt exist about the gas rate, check it using the
gas meter test dial and stop watch at least 10 minutes after the
burner has lit, making sure that all other gas burning appliances
and pilot lights are off.

The approximate gas rates: 24cxi : 2.24m3/h (79ft3/h)

           30cxi : 2.8m3/h (99ft3/h)

38cxi : 3.6m3/h (127ft3/h)

The gas valve is factory set for natural gas (G20) and should
need no adjustment. (LPG (G31) should be adjusted as described
on the previous page).  It should be checked that the supply
pressure is 20mbar when the boiler is firing at full rate. This can
be achieved by turning on several hot water taps and checking
the inlet pressure at the inlet pressure test point on the gas valve
shown in diagram 11.4. Turn taps off and disconnect pressure
gauge.

In the unlikely event that the gas valve needs adjusting, refer to
section 12.6. Re-setting of the gas valve requires a combustion
analyser and any adjustment should only be carried out by a
competent person.

Note that the burner pressure cannot be measured at the gas
valve as it is altered by the suction of the fan and modulated
according to demand.

11.6 Testing - Heating System
Check that all remote controls are calling for heat.  The boiler will
fire automatically.  Fully open all radiator valves, flow control
valve 'A', if fitted, see diagram 4.1.

Balance the radiators as required and if fitted adjust valve 'A' to
give the required system differential.  Turn off all radiators that
can be shut off by the user and check to see if less than the
maximum differential allowed of 20oC can be achieved across
flow and return.

This boiler has a built in bypass, see diagram 11.5.

The boiler is supplied with the bypass open half a turn.  It should
not be necessary to adjust the bypass, but if required turn the
adjustment screw clockwise to close the valve, see diagram
11.5.

Allow the system to reach maximum temperature then switch
off the boiler by isolating from the electrical supply.

Drain the entire system rapidly whilst hot, using the drain tap at
the lowest part of the system.  Fill and vent the system as
described previously in section 11.2.

Lock or remove the handle from control valve 'A', if fitted.

Replace inner casing panel and front casing panel.
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11.7 Completion
Adjust the boiler temperature control and any system controls
to their required settings. In addition it is necessary to complete
the "Benchmark" logbook.

For IE, it is necessary to complete a "Declaration of Conformity"
to indicate compliance to I.S.813. An example of this is given in
the current edition of I.S.813.

Testing Flue Gases:  If any doubt exists that the flue products
are not exhausting correctly, investigate by use of a gas
analyser (FGA).

Diagram 11.5
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11.8 User Controls and Options
The mains reset on/off switch is used to restart the boiler after
a fault condition has occurred, i.e. ignition failure, low water
pressure or high water temperature.

The central heating water temperature and  hot water
temperature control knobs allow the user to set the temperatures
in each mode.

NOTE: If there is no demand the digital display shows the water
pressure.

Temperature Display

The digital display  normally shows the operating temperature
of the unit  when there is a central heating demand.

Holiday Mode

Normal mode uses the domestic hot water and central heating
temperatures selected.

By turning the  central heating water temperature and  hot water
temperature control knobs to minimum setting the holiday mode
is set up. However, frost protection and pump exercise
programme remain active. By doing this the DHW will operate
without pre-heat and DHW will set at maximum temperature.  To
resume normal operation after a holiday period, return the
control knobs to their original position.

11.9 Pump Exercise Program
After a power cut or every 24 hours in holiday mode the three
way valve will switch and the pump will run to prevent the
components from sticking. This will also occur during normal
operating if there is no domestic or central heating demand for
more than 24 hours.

11.10 Frost Protection
The boiler has a built in frost protection programme as long as
the electricity and gas are left switched on.

This device operates the appliance pump when the temperature
inside the boiler falls below 7°C and circulates water around the
appliance only.

If the temperature falls to 3°C the burner is lit and water
circulates around the heating system.

When the temperature inside the appliance reaches 10°C the
burner will shut down and after a short period the pump will stop.

This device primarily protects the boiler.  Any other exposed
areas of the system should be protected by a separate frost
thermostat.

11.11 Instruct the User
Instruct and demonstrate the lighting procedure and advise the
user on the safe and efficient operation of the boiler.

Instruct on and demonstrate the operation of any heating
system controls.

Advise the user on the use and maintenance of any scale
reducer and pass on any relevant instructional documents.

Advise that to ensure the continued efficient and safe operation
of the boiler it is recommended that it is checked and serviced
at regular intervals. The frequency of servicing will depend upon
the installation conditions and usage, but in general, once a
year should be enough.

Draw attention, if applicable, to the current issue of the Gas
Safety (Installation and Use) Regulations, Section 35, which
imposes a duty of care on all persons who let out any property
containing a gas appliance in the UK.

The user shall not interfere with or adjust sealed components.

It is the Law that any servicing is carried out by a competent
person.

Advise the user that, like all condensing boilers this appliance
will produce a plume of condensation from the flue terminal in
cool weather. This is due to the high efficiency and hence low
flue gas temperature of the boiler.

Advise the user of the precautions necessary to prevent damage
to the system, boiler and the building, in the event of the heating
system being out of use during frost or freezing conditions.

Advise the user that the permanent mains electrical supply
SHOULD NOT be switched off, as the built in frost protection
and pump/valve saver program would not be operable.

Reminder, leave these instructions and the ‘Benchmark’ logbook
with the user.

11  Commissioning - Instructions to the User
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Important Notes

To ensure the continued efficient and safe operation of the
boiler it is recommended that it is checked and serviced at
regular intervals.  The frequency of servicing will depend upon
the particular installation and usage, but in general once a year
should be enough.

It is the Law that any servicing is carried out by a competent
person.

When replacing a part on this appliance, use only spare parts
that you can be assured conform to the safety and performance
specification that we require.  Do not use reconditioned or copy
parts that have not been clearly authorised by Glow-worm.

12.1 General
Refer to Table 2  Section 1 Technical  Information.  Measurement
of the products of combustion can be achieved by connection
of a probe to the combustion analyser test point, see diagram
12.1.

IMPORTANT NOTE:   Products of combustion will be discharged
when the cap is removed. It is important to replace the cap
immediately.

Before commencing with a service or replacement of parts the
boiler should be isolated from the electrical supply and the gas
supply should be turned off at the gas isolation valve, see
diagram 7.1.

All routine servicing requirements can be achieved by the
removal of the front panel and inner panel only.  To remove
simply undo the two screws on the underside of the front panel
and lift off, see diagram 11.1.  Undo the two screws on the front
of inner panel and lift off, see diagram 11.1.

Unless stated otherwise any part removed during servicing
should be replaced in the reverse order to removal.

Servicing should always include the removal of any debris from
the condensate pipe and siphon.

After completing any servicing of gas carrying components,
ALWAYS test for gas soundness and carry out a functional test
of the controls.

Testing Flue Gases:  If any doubt exists that the flue products
are not exhausting correctly, investigate by use of a gas
analyser (FGA).

12.2 Spark Electrode
Disconnect the electrode lead and two securing screws.
Withdraw the spark electrode carefully from the combustion
chamber, see diagram 12.3 and 12.6.

Inspect the tips for damage.

Clean away any debris and check the spark gap is 3.5 to 4.5
mm.

Check the electrode gasket for signs of damage and replace if
necessary.

12.3 Burner
Drop down the control panel into the service position, see
diagram 12.2.

Disconnect the gas supply at the gas service cock, see diagram
7.1.

Remove the two gas pipe retaining clips, one located below gas
valve and the other one located on the underside of the boiler
chassis, see diagram 12.5.

Pull sealing grommet down gas pipe, see diagram 12.5.

Push the gas pipe upwards further into gas valve connection
and then rotate anti-clockwise (looking down) until the gas pipe
end is over the large hole in boiler chassis, see diagram 12.5.
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Withdraw the gas pipe from gas valve connection and remove.

NOTE: When replacing ensure that the sealing grommet,
situated below the gas valve is correctly re-seated.

Disconnect the gas valve electrical plug at the gas valve.

Disconnect the electrical leads from the fan.

Remove the five combustion chamber front retaining nuts, see
diagram 12.6.

Gently remove the fan, gas valve and burner assembly from the
combustion chamber, see diagram 12.4.

Clean the burner with a soft brush taking great care not to
damage the front insulation.  DO NOT use wire or sharp
instruments to clean the holes of the burner.

Inspect the burner for any signs of damage.

Inspect the sealing rings and replace if necessary.

Removal of the burner is not necessary during a normal service.

NOTE: IF THE BURNER HAS TO BE REMOVED IT WILL
REQUIRE A NEW GASKET WHEN REFITTED.

12.4 Combustion Chamber and Heat
Exchanger
Refer to diagram 12.4.

Remove loose debris from combustion chamber using a soft
brush and vacuum cleaner.  Carefully flush by spraying water
any remaining debris through the condensate trap (Ensure the
water is kept away from electrical components).

12.5 Condensate Drain
The condense drain does not normally need removing during
servicing.

To flush the condense drain carefully pour water into the heat
exchanger and check that water flows freely to drain.

If the condense drain is blocked refer to section 14.33 for
removal.

Diagram 12.4
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12  Servicing

12.6 Combustion Check.
If a gas carrying component has been replaced, the combustion
of the appliance should be checked as follows. Once the
appliance has been re-assembled (apart from the front and
inner casing panels) connect a CO2 combustion analyser to the
test  point on the flue adapter, see diagram 12.1.

Turn on the gas service cock, see diagram 7.1.

With the power off and the appliance cold, unclip the controls
fascia and hinge it down to reveal the potentiometers on the rear
of the User interface, see diagram 12.7.  Take care not to allow
the fascia to drop down and damage the wiring.

Turn on the electrical supply.

Ensure external controls are calling for heat.  The boiler should
fire automatically.

Allow the boiler to fire for a minimum of 60 seconds and then,
using an electrical screwdriver, rotate the service potentiometer
fully clockwise, see diagram 12.7. This will allow the digital
display to indicate the 'flashing' fan speed on the appliance
fascia.

In the fully clockwise position the display should be indicating
the maximum fan speed of the appliance, in central heating
mode this should be 39±1 for 24cxi, 45±1 for 30cxi and 45±1 for
38cxi. With domestic hot water max. demand this should be
51±1 for 24cxi, 57±1  for 30cxi and 57±1 for 38cxi.  Check the
CO2 value, which should be 9.1% +0.2 -0.5.

Note that with the inner casing panel fitted the combustion
readings will increase slightly to 9.3% +0.3 -0.5.

If adjustment proves necessary then proceed as follows.

Any adjustment to the gas valve should only be carried out by
a competent person.

Refer to diagram 11.4.

Adjust the maximum rate CO2 with the throttle to 9.1%. (Rotate
anti-clockwise to increase).

Rotate the service potentiometer fully anti-clockwise.  Hold it in
this position for about 5 seconds before rotating the service
potentiometer clockwise  to the mid-point or 3 o'clock position.
The fan should reduce to 1200 ± 100 rpm which will flash '12' ±1
on the digital display.

Check the CO2 value, which should be 9.1% +0.2 -0.5.

For Propane the CO2 value, should be 10.5% +0.3 -0.7.

If adjustment proves necessary then proceed as follows.

Adjustment of the CO2 at minimum rate is very coarse so
carefully adjust the CO2 with the offset adjustment to 9.1%, see
diagram 11.4.

Rotate the service potentiometer fully clockwise, see diagram
12.7 and re-check the maximum rate combustion, which should
be 9.1% +0.2 -0.5.

After checking combustion rotate the service potentiometer
fully anti-clockwise so that the display indicates the water
temperature.

Replace the cap on the test point and refit the control cover rear
panel.
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12.7 Domestic Cold Water Inlet Filter
If the water flow rate through the appliance has reduced it may
be necessary to clean or replace the water inlet filter.

Turn off the electrical supply to the boiler.

Refer to section 12.10 and drain the domestic hot water circuit.

Slide out the securing clip, which holds the filter in its housing
to the left of the pump, remove the filter to clean or renew if
necessary, see diagram 12.8.

Replace the filter into its housing and replace the securing clip.

Open the cold water isolating valve and test the Domestic Hot
Water circuit for soundness.

Check for leaks.

12.8 Central Heating Return Filter
Turn off the electrical supply to the boiler.

Refer to section 12.9 and drain the heating circuit of the boiler.

Remove the filter retaining clip and filter clean or renew if
necessary, see diagram 12.9.

Refit the filter, ensuring the correct orientation. The flat and hole
in the filter as shown in diagram 12.9.  Secure with retaining clip.

Open the heating flow and return isolating valves and refill, vent
and pressurise the heating circuit. See section 11.2.

Check for leaks.

12.9 Draining of Boiler Heating Circuit
Drain down the Heating Circuit of the boiler only, by closing the
heating flow and return isolating valves on the wall mounting jig,
see diagram 7.1.

Attach a length of hose to the drain point and open the drain
valve, see diagram 12.10.

After servicing or replacing parts, close the drain valve and
remove the hose. Open the heating flow and return isolating
valves and refill, vent and pressurise the heating circuit. See
section 11.2.

Check for leaks.

12.10 Draining of Boiler Hot Water Circuit
Drain the Domestic Hot Water circuit by closing the cold-water
isolation valve on the wall mounting jig.

Open one or more hot water taps to drain the hot water circuit.

After servicing or replacing parts open the cold-water isolation
valve and slowly open a hot water tap to remove air. Close the
hot water tap and check for any leaks.

12.11 Inner Casing Panel Seal Check.
Check the condition of the seal, replace as required.

To replace remove the old seal, thoroughly clean the casing
sufaces.  Fit the new seal, it is supplied to the correct length, see
diagram 12.11.

DRAIN
VALVE

DRAIN
POINT
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NOTE

Before trying to operate the boiler make sure that :

• All gas supply cocks are open and that the gas supply has
   been purged of air.

• There is a permanent mains supply to the boiler.

• There is a heating demand from the external controls.

WARNING.

Always isolate the boiler from the electrical supply before
carrying out any electrical replacement work.

Always check for gas soundness after any service work.

Electrical Testing

Should there be any doubt about the voltage supply to any of the
components, it is possible to carry out a simple electrical test.

Important.  On completion of the Service/Fault Finding tasks
which have required the breaking and remaking of the electrical
connections the earth continuity,  polarity,  short circuit and
resistance to earth checks must be repeated using a suitable
multimeter.

To carry out the electrical test, gain access, as follows:

Hinge down the control box and remove Torx screws and
unhook the rear panel, refer diagram 12.2.

Refer to the Wiring diagram 13.1 and fault finding charts
diagrams 13.2 and 13.3.

13  Fault Finding
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Diagram 13.1
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14  Replacement of  Parts

14.1 General
Replacement of parts must be carried out by a competent
person.

Before replacing any parts the boiler should be isolated from the
mains electric supply and the gas should be turned off at the
service cock on the boiler, see diagram 7.1.

Unless stated otherwise parts are replaced in the reverse order
to removal.

After replacing any parts always test for gas soundness and if
necessary carry out functional test of the controls.

For replacement of parts the front casing and the inner casing
panel of the boiler will need to be removed.  To remove undo the
two screws on the underside of the front casing and lift off.  Undo
the two screws on the front of the inner front panel and lift off.

The side panels can be hinged sideways to aid replacement of
parts.

To hinge a side panel undo and remove the three screws
securing each side panel to the boiler, two at the front and one
at the top.

14.2 Spark Electrode
For access, refer to section 14.1.

Remove the spark plug lead, earth lead and two securing
screws. Withdraw the spark electrode carefully from the
combustion chamber, see diagram 12.3.

14.3 Igniter Unit
For access, refer to section 14.1.

Remove ignition lead and electrical connections then remove
igniter unit by removing two securing screws, see diagram 14.1.

14.4 Ignition Lead
For access, refer to section 14.1.

Refer to diagram 12.6.

Pull the spark plug style connector off the spark electrode and
the spade connector connected to the igniter unit,
see diagram 14.1.

14.5 Gas Valve
For access, refer to section 14.1.

Remove the electrical plug from the gas valve, see diagram
14.2.

Refer to section 12.3 for removal of the fan, gas valve and
burner assembly.

Before removing the gas valve note its position on the fan.

Remove the three securing screws, which fix the gas valve and
plastic swirl plate to the venturi on the fan, see diagram 14.3.

Remove the gas valve.

When re-fitting the gas valve take care as it can be fitted more
than one way.

After re-fitting check the combustion CO
2 and adjust  if necessary,

see section 12.6.

After assembly test for gas soundness and purge in accordance
with the current issue of BS6891or in IE, the current edition of
I.S.813 "Domestic Gas Installations".
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14  Replacement of  Parts

14.6 Fan
For access, refer to section 14.1.

Refer to section 12.3 for removal of the fan, gas valve and
burner assembly.

Remove the gas valve as described in the relevant parts of
section 14.5.

Remove the venturi plate secured with three screws, see
diagram 14.3.

Remove the two screws securing the fan to the gas manifold,
see diagram 14.4, check the gasket and replace if necessary.

NOTE : The 30 fan is secured through an extension piece with
two securing screws, check and replace any seals or gaskets if
necessary.

14.7 Burner
For access, refer to section 14.1.

Refer to section 12.3 for removal of the fan, gas valve and
burner assembly.

Remove the four screws that secure the burner, see diagram
14.5.

NOTE: THE BURNER WILL REQUIRE A NEW GASKET
WHEN REFITTED.

14.8 Front Insulation
For access, refer to section 14.1.

Refer to section 12.3 for removal of the fan, gas valve and
burner assembly.

Remove burner as per section 14.7.

Remove spark electrode, see section 14.2.

NOTE:  THE BURNER WILL REQUIRE A NEW GASKET
WHEN REFITTED.

14.9 Rear Insulation
For access, refer to section 14.1.

Refer to section 12.3 for removal of the fan, gas valve and
burner assembly.

Remove securing screw and washer in the centre of the
insulation and withdraw insulation, see diagram 14.6.

14.10 Viewing Window
For access, refer to section 14.1.

Refer to diagram 14.7.

Remove circlip.

Remove steel washer.

Remove glass.

Remove fibre washer.

Replace in reverse order.

14.11 Expansion Vessel
For access, refer to section 14.1.

Refer to section 12.9 and drain the boiler heating circuit.

Undo the coupling at the base of the vessel, see diagram 14.8.

While holding the vessel remove the securing bolt on the top
panel of the boiler. Remove upper support bracket.

Lift the vessel up, draw bottom out to the left, lower and remove.

Fit the replacement unit.

Diagram 14.4
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Fit a new gasket between the expansion vessel and coupling.

Refill, vent and pressurise the boiler.

Check for leaks.

14.12 Heat Exchanger
Refer to Manual Handling section on page 5.

For access, refer to section 14.1.

Refer to section 12.3 for removal of the fan, gas valve and burner
assembly.

Drain the boiler heating circuit, see section 12.9.

Drain the boiler hot water circuit, see section 12.10.

Remove the clip securing the clear condense pipe to heat
exchanger.

Pull to remove the clear condense pipe out of the bottom of the
heat exchanger.

Undo the two nuts of the flow and return pipes from the heat
exchanger.

Move the pipes away from the heat exchanger.

Loosen the three heat exchanger securing screws and clamps
(two at the top and one at the bottom) to remove the heat
exchanger, see diagram 14.9.

CAUTION: There will be water in the heat exchanger.

Remove condense pipe connector from bottom of heat
exchanger.

Carefully ease heat exchanger out.

14.13 Flue Hood
For access, refer to section 14.1.

Remove heat exchanger as per section 14.12.

Remove the two securing screws and pull the flue hood down
and away from the flue hood bracket and flue elbow, see
diagram 14.10.

14.14 Diverter Valve Motor
For access, refer to section 14.1.

Refer to diagram 14.11.

Remove the electrical plug.

Remove the retaining clip.

Ease the diverter valve motor from its housing and remove.

14.15 Pump (head only)
For access, refer to section 14.1.

Refer to section 12.9 and drain the boiler heating circuit.

Refer to diagram 14.12.

Remove the four cap head screws.

Carefully remove the pump head together with cable. Do not
strain cable.

Support the pump head, unscrew cable cover at the side of
pump head and take off.

Disconnect wiring from pump head.

Reconnect wiring to new pump head and fit cover.

Fit the new pump head with 'O' ring.

Refill, vent and pressurise the boiler.

Check for leaks.

Diagram 14.7
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14.16 Safety Discharge Valve
For access, refer to section 14.1.

Refer to section 12.9 and drain the boiler heating circuit.

Refer to diagram 14.13.

Undo the safety discharge valve union and remove from the
pipework.

Remove the securing clip and withdraw the safety discharge
valve.

Fit new 'O' ring.

Refill, vent and pressurise the boiler.

Check for leaks.
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FLOW AND
RETURN PIPE
NUTS

SECURING SCREWS
AND CLAMPS

Diagram 14.10

FLUE
HOOD
BRACKET

SECURING
SCREWS

10
06

6

DIVERTER VALVE
MOTOR

DIVERTER VALVE
Diagram 14.11

ELECTRICAL
PLUG)

RETAINING CLIP
(NOTE ORIENTATION)

11
60

2

11
49

0

FLUE
HOOD

Diagram 14.12
PUMP
HEAD

CAP HEAD SCREW (4)

CABLE
COVER

11
49

6

Diagram 14.13

SAFETY
DISCHARGE
VALVE

11
69

4



440020013349-02

Diagram 14.16
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14  Replacement of  Parts

14.17 Domestic Hot Water Thermistor
For access, refer to section 14.1.

Refer to section 12.10 and drain the boiler domestic hot water
circuit.

Refer to diagram 14.14.

Disconnect the domestic hot water thermistor electrical
connections

Remove hot water thermistor and retaining clip.

Remove domestic hot water thermistor from clip.

NOTE: When reconnecting electrical connections, polarity is
not important.

Carry out a functional test of the controls.

14.18 Heating Flow Thermistor
For access, refer to section 14.1.

Refer to diagram 14.15.

Remove the electrical connections from the thermistor.

Remove the retaining clip from the flow pipe.

NOTE:  When reconnecting,  the polarity of the wiring to
thermistors is not mportant.

14.19 Heating Return Thermistor
For access, refer to section 14.1.

Refer to diagram 14.15.

Remove the electrical connections from the thermistor.

Remove the retaining clip from the return pipe.

NOTE:  When reconnecting, the polarity of the wiring to
thermistors is not important.

14.20 Overheat Thermostat
For access, refer to section 14.1.

Refer to diagram 14.15.

Remove the electrical connections from the overheat thermostat.

Remove the retaining clip from the flow pipe.

Remove the overheat thermostat from the retaining clip.

NOTE: When fitting new thermostat, please ensure that it is
located correctly onto the flat area of the pipe and the retaining
clip is secure.

14.21 Automatic Air Vent
For access, refer to section 14.1.

Refer to section 12.9 and drain the boiler heating circuit.

Refer to diagram 14.16.

Unscrew the automatic air vent.

Fit the new automatic air vent and 'O' ring ensuring the vent cap
is left loose.

Refill, vent and pressurise the boiler.

Check for leaks.

HEAT
EXCHANGER

Diagram 14.14

DOMESTIC HOT WATER THERMISTOR

NOTE: Position
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14  Replacement of  Parts

14.22 Flow Sensor
For access, refer to section 14.1.

Refer to section 12.10 and drain the boiler hot water circuit.

Refer to diagram 14.17.

Remove the clip securing the filling loop tube to the domestic
water filter housing, see diagram 14.20.

Pull the tube forward to disengage it before rotating it down and
out of the way.

Undo the brass securing nut above the cold water inlet valve.

Remove the securing clip between the domestic water filter
housing and the flow sensor, see diagram 14.17.

Disengage the domestic water filter housing by lifting it up and
out.

Remove the electrical connection to the flow sensor.

Remove the securing clip between the flow sensor and the
hydroblock.

Remove flow sensor.

Fit new 'O' rings.

After replacing the flow sensor, open the cold-water isolation
valve and slowly open a hot water tap to remove air.

Close the hot water tap and check for any leaks.

14.23 Low Water Pressure Sensor
For access, refer to section 14.1.

Refer to section 12.9 and drain the boiler heating circuit.

Refer to diagram 14.18.

Disconnect the electrical lead by pushing up retaining tab to
withdraw the lead plug.

Remove the retaining clip to remove the low water pressure
sensor.

Fit new 'O' ring.

Fit the new low water pressure sensor. Refill vent and pressurise
the boiler.

Check for leaks.

14.24 Bypass
For access, refer to section 14.1.

Refer to section 12.9 and drain the boiler heating circuit.

Refer to diagram 14.19.

Remove the retaining clips to remove the bypass tube.

Fit new 'O' rings.

Replace the bypass tube, refill, vent and pressurise the boiler.

Check for leaks.

Diagram 14.17
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14.25 Filling Loop Tube
For access, refer to section 14.1.

Refer to section 12.10 and drain the boiler hot water circuit.

Refer to diagram 14.20.

Remove the retaining clips to remove the filling loop tube.

Fit new 'O' rings.

After replacing the filling loop tube open the cold-water isolation
valve and slowly open a hot water tap to remove air. Close the
hot water tap and check for any leaks.

14.26 Filling Loop Valve.
For access, refer to section 14.1.

Refer to section 12.10 and drain the boiler hot water circuit.

Refer to diagram 14.20.

Remove the clip securing the filling loop valve to the domestic
water filter housing. Disengage by pulling forward.

Remove the clip securing the filling loop to the filling loop valve.

Remove the filling loop valve from the filling loop.

Fit new 'O' rings.

After replacing the filling loop valve open the cold water isolation
valve and slowly open a hot water tap to remove air. Close the
hot water tap and check for any leaks.

14.27 Automatic Bypass Valve
For access, refer to section 14.1.

Refer to section 12.9 and drain the boiler heating circuit.

Refer to diagram 14.19.

Remove the retaining clip to remove the bypass valve.

Fit new 'O' rings.

Replace the bypass valve, refill, vent and pressurise the boiler.

Adjust the bypass as described in commissioning, see section
11.6.

Check for leaks.

14.28 Reduced Pressure Zone Valve
For access, refer to section 14.1.

Refer to diagram 14.21.

Refer to section 14.25 to remove the filling loop

Remove the retaining clip to remove the reduced pressure zone
valve.

Fit new 'O' rings.

Replace the reduced pressure zone valve, refill, vent and
pressurise the boiler.

Check for leaks.

14.29 Domestic Cold Water Inlet Filter
For access, refer to section 14.1.

Refer to section 12.7.

Fit new 'O' rings.

14  Replacement of  Parts

Diagram 14.21
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14  Replacement of  Parts

Diagram 14.22

DRAIN
POINT

RETAINING
CLIP

12
77

414.30 Central Heating Filter
Refer to section 12.8.

Fit new 'O' rings.

14.31 Heating Circuit Drain Point
Refer to section 12.9 to drain the boiler heating circuit.

Refer to diagram 14.22.

Remove the retaining clip to remove the drain point.

Fit new 'O' rings.

Replace the drain point, refill, vent and pressurise the boiler.

Check for leaks.

14.32 Inner Casing Panel Seal
For access, refer to section 14.1.

Refer to diagram 12.11.

Remove the inner casing panel.

To replace remove the old seal, thoroughly clean the casing
surfaces.  Fit the new seal, it is supplied to the correct length.

Refit the inner casing panel.

NOTE: Ensure the seal is fitted correctly giving an airtight joint.

14.33 Plate-to-Plate Heat Exchanger
For access, refer to section 14.1.

Refer to section 12.9 to drain the boiler heating circuit.

Refer to section 12.10 and drain the boiler hot water circuit.

Refer to diagram 14.23.

Remove the gas supply pipe from the gas service cock and the
gas valve, refer to relevant parts of section 12.3.

Undo the central heating flow pipe connection into the left hand
hydroblock, see diagram 14.23.

Undo the nut connecting flow pipe to heat exchanger, see
diagram 14.15.

Lift it up to remove it from the hydroblock with the washer and
rotate it forward and out of the way.

Using a TORX screwdriver remove the two screws securing the
plate-to-plate heat exchanger to the hydroblock.

Remove the plate-to-plate heat exchanger by lifting it up and
over the top of the left hand hydroblock.

When replacing the plate-to-plate heat exchanger ensure that
the four rubber sealing washers are fitted into the hydroblock.

NOTE: The plate-to-plate heat exchanger only fits one way
round, 'TOP' is marked on the plate.

Refill, vent and pressurise the boiler.

Open the cold-water isolation valve and slowly open a hot water
tap to remove air.

Close the hot water tap and check for any leaks.

Open the heating circuit isolation valves, re-pressurise the
system as necessary.
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14.34 Hydroblock Assembly Left-Hand
Refer to section 12.9 to drain the boiler heating circuit.

Refer to section 12.10 and drain the boiler hot water circuit.

Refer to diagram 14.23.

Undo the connector on the bottom of the flow pipe from the
hydroblock.

Undo the nut connecting flow pipe to heat exchanger.

Lift the flow pipe up out of the way.

Remove  the filling loop tube, refer to section14.25.

Remove the reduced pressure zone valve, refer to section
14.28.

Remove the bypass tube, refer to section 14.24.

Undo the safety discharge valve union and remove the pipework.

Remove the securing clip and withdraw the safety discharge
valve, refer to section 14.16.

Remove securing clips 1 and 2 below hydroblock, see diagram
14.23.

Undo three securing screws on the underside of the left-hand
hydroblock.

Remove the diverter valve motor as described in section 14.14.

Remove left hand hydroblock from plate-to-plate heat exchanger
using a TORX screwdriver to remove the securing screw, see
diagram 14.23.

Lift out the left hand hydroblock.

Remove the remaining components for refitting into the
replacement left hand hydroblock.

Refill, vent and pressurise the boiler.

Open the cold water isolation valve and slowly open a hot water
tap to remove air.  Close the hot water tap.

Check for any leaks.

14.35 Hydroblock Assembly Right-Hand
For access, refer to section 14.1.

Refer to section 12.9 to drain the boiler heating circuit.

Refer to section 12.10 and drain the boiler hot water circuit.

Refer to diagram 14.23.

Undo the connector on the bottom of the return pipe from the
hydroblock.

Undo the nut connecting return pipe to heat exchanger.

Lift the return pipe up out of the way.

Undo the coupling at the base of the expansion vessel, see
diagram 14.8.

Remove the clip holding the expansion vessel coupling into the
top of the right hand hydroblock.

Move the coupling out of the way.

Remove pump head, refer to section 14.15.

NOTE: It is not necessary to disconnect the electrical lead but
put pump head in a convenient place where it will not strain the
lead.

Remove the filling loop tube, refer to section 14.25.

Remove the bypass tube, refer to section 14.24.

Remove the electrical connections to the flow sensor and the
low water pressure sensor, refer to sections 14.22 and 14.23.

Remove the water connection clips 3 and 4 below the hydroblock,
see diagram 14.23.

14  Replacement of  Parts

Remove the central heating filter, refer to section 12.8.

Remove the retaining clip to remove the drain point, refer to
section 14.31.

Undo two securing screws on underside of the right hand
hydroblock.

Remove right hand hydroblock from plate-to-plate heat
exchanger using a TORX screwdriver to remove the securing
screw, see diagram 14.23.

Lift out the right hand hydroblock.

Remove the remaining components for refitting into the
replacement right hand hydroblock.

Refill, vent and pressurise the boiler.

Open the cold-water isolation valve and slowly open a hot water
tap to remove air.  Close the hot water tap.

Check for leaks.

14.36 Access to Switches, User Interface and
Programmer
For access, refer to section 14.1.

Release the front of the fascia by carefully prising up the two
retaining latches, see diagram 14.26.

Do not allow the front of the fascia to swing down and be loosely
held by the electrical connections to the mains/reset switch,
user interface and clock.  Either remove the connections or
support the fascia.

14.37 Programmer (if fitted)
Refer to section 14.38 for access.

Remove electrical plug.

Undo two securing screws and withdraw programmer.

14.38 Diverter Valve Motor
For access, refer to section 14.1.

Refer to section 12.9 and drain the boiler heating circuit.

Refer to section 12.10 and drain the boiler hot water circuit.

Remove the diverter valve motor as described in section 14.14.

Refer to section 14.35 to remove the left hand hydroblock.

Unscrew and remove both halves of the diverter valve from the
left hand and right hand sides of the hydroblock, see diagram
14.24.

When replacing the two halves of the diverter valve it is
important to ensure the spindle is located correctly.  This can be
observed with the left hand hydroblock removed.

14.39 Mains Reset Switch
Refer to section 14.38 for access.

Remove the switch retaining screw.

Remove switch from housing, see diagram 14.25.

Remove electrical leads.

14.40 Mains Reset Knob
Refer to section 14.38 for access.

Remove actuator by springing back retaining clips, see diagram
14.25.

Spring back knob retaining clips and push knob out from the
back.
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14  Replacement of  Parts

Diagram 14.25
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14.41 Main PCB
For access, refer to section 14.1.

Hinge down the control box.

Remove TORX screws and unhook the rear panel.

Remove the electrical connections to the PCB.

Prise back the two PCB retaining clips and withdraw the PCB,
see diagram 14.26.

When refitting the rear panel ensure the leads are not trapped,
refer to diagram 14.26.
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Diagram 14.28
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14  Replacement of  Parts
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14.42 Control Box
For access, refer to section 14.43.

Remove relevant plugs and connectors, refer to wiring diagram
13.1.

Withdraw grommets and leads so they are hanging loose.

Unthread the retaining cord and remove the control box by
drawing it outwards away from its retaining slots, see diagram
14.26.

14.43 Fuse, Main PCB - Control Box
For access, refer to section 14.43.

The fuse is located at bottom right hand side of the PCB, see
diagram 13.1 or 14.26.

14.44 User Interface
Refer to section 14.38 for access.

Remove electrical plug.

Remove the securing screws, see diagram 14.27.

Withdraw the board.

When replacing the board refer to instructions supplied with
replacement PCB on setting it up.

14.45 230V Controls Interface
For access, refer to section 14.38.

Disconnect the electrical connection from the 230V controls
interface board and the electrical connection from the Main
PCB.

Remove the 230V controls interface retaining screw.

Remove the 230V controls interface board, see diagram 14.28.

14.46 Condense Drain
For access, refer to section 14.1.

Refer to diagram 14.29.

Remove the clips securing the flexible tubes to the siphon
adapter by twisting the clips slightly to disengage the clip jaws
from each other.

Remove black flexible tubes from siphon adapter.

Lift off the siphon adapter.

Diagram 14.26
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When ordering spare parts, contact Glow-worm's own service organisation using the telephone number on the inside front cover of
this booklet.

Please quote the name of the appliance and serial number, to be found on the data label.

If ordering from British Gas also quote the G.C. number of the part.

15  Spare Parts

Key No. Part No. Description GC Part No.

 1 801724 Overheat Thermostat E83996

2 2000801911 System Pressure Sensor E83997

3 2000801831 Plate to Plate Heat Exchanger E83998

4 801192 Diverter Valve Motor E27211

5 801637 Electrode E83999

6 2000801904 Safety Discharge Valve E84000

7 2000801898 Automatic Air Vent E84001

8 2000801897 Central Heating Filter E84002

9 801722 Heating flow thermistor /Heating return thermistor E84003

10 801649 Gas valve E84004

10 802172 Gas valve (38cxi only) E97505

11 801809 Mains Reset Switch E84794

12 801906 Domestic Cold Water Inlet Filter *

13 2000801910 Flow Sensor E84014

14 801655 Igniter Unit E84015

15 2000801909 By-pass E84016

16 2000801923 230V Controls Interface E84018

17 4000124180 Main P.C.B. E84019

18 2000801380 Pump (head only) E88868

19 801645 Fan E84024

20 2000802643 User Interface 24cxi E84020

20 2000802644 User Interface 30cxi *

20 2000802645 User Interface 38cxi *

21 801632 24cxi Burner E84021

21 2000801840 30cxi Burner E88867

21 2000802662 38cxi Burner *

Diagram 14.29

12
76

4SIPHON
ADAPTER

CONDENSE
TRAP

FLOAT

SCREW

15  Spare Parts

Remove the drain connection downstream of the condense
trap.Remove the two condense trap securing screws.  Lift up
and carefully remove the condense trap taking care not to spill
any water which may be left in the unit.  As the unit is lifted
remove the flexible pipe on the outlet.

Remove the cap at the base of the condense trap.

Remove any solids found.

Remove the float to clean it.

Flush water through the trap to remove any remaining solids.

Check for any debris in the outlet pipe of the condensate drain
and clean as necessary.

Reassemble and refit the condense trap.

When refitting the cap ensure that a watertight seal is achieved,
but do not use excessive force.

Remove the siphon adaptor from the flexible tubes, using a
suitable container, flush the heat exchanger until the water
appears clear in the container.
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15  Spare Parts
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Diagram 15.1

Because of our constant endeavour for improvement, details may vary slightly from those shown in these instructions.










